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Input: 0-1 V to 0-100 VDC or 0-10 mA to 0-1 ADC Potentiometer or Optional
Output: 7 A SPDT Relay with Neutral Position Current or Voltage Feedback

Control Input
Factory Configured—Please specify input range
System voltages must not exceed socket voltage rating
API 3200 G Minimum Maximum
Voltage: 0-1 VDC 0-100 VDC
Current: 0-10 mADC 0-1 ADC
API 3200 G M01
Voltage: 0-1 V, 0-5 V, 1-5 V, 0-10 V
API 3200 G M420
Current: 0-20 mA, 4-20, mA, 10-50 mA

Input Impedance
Voltage inputs: 200 kΩ minimum Current inputs: 50 Ω

Input Voltage Burden (Current)
1.25 VDC maximum

Input Zero and Span
Single turn potentiometers to compensate for load and lead variations
±10% of span adjustment range typical

LoopTracker
Variable brightness LED indicates input level and status

Feedback 
API 3200 G
Potentiometer Range: 0-100 Ω to 0-100 kΩ

Potentiometer Excitation: 1.0 VDC nominal, 10 mA maximum
API 3200 G M01
Voltage: 0-1 V, 0-5 V, 1-5 V, 0-10 V
API 3200 G M420
Current: 0-20 mA, 4-20, mA, 10-50 mA

Relay Output
SPDT relay with neutral contact position
7 A @ 240 VAC maximum resistive load
3.5 A @ 240 VAC maximum inductive load
CAUTION: Socket contacts may limit system rating.

External contact protection such as an RC snubber is 
recommended for inductive loads.

Deadband
12 turn potentiometer, adjustable from 1 to 25% of span

Operational Controls
Automatic/manual switch, Open/close pushbuttons

Response Time
100 milliseconds typical

Ambient Temperature Range and Stability
–10°C to +60°C operating ambient
Better than ±0.02% of span per °C stability

Power
Standard: 115 VAC ±10%, 50/60 Hz, 2.5 W max.
P option: Powered by 80-265 VAC or 48-300 VDC, 50/60 Hz
A230 option: 230 VAC ±10%, 50/60 Hz, 2.5 W max.
D option: 9-30 VDC, 2.5 W typical

●● Automatic or Manual Valve Control

●● Test/Manual Positioning Pushbuttons

●● Input LoopTracker® LED

●● Relay Status LEDs

●● High Capacity Relay Contacts

■■ Valve Position Controller

■■ Linear Actuator Controller

■■ Damper Controller

Factory Configured—Please specify if non-standard input
API 3200 G DC input valve controller, potentiometer feedback. 

SPDT relay output, 115 VAC
API 3200 G M01 DC input valve controller, 1-5 V feedback or specify. 

SPDT relay output, 115 VAC
API 3200 G M420 DC input valve controller, 4-20 mA feedback or specify. 

SPDT relay output, 115 VAC
Options—Add to end of model number

P Powered by 80-265 VAC or 48-300 VDC, 50/60 Hz
A230 Powered by 230 VAC, 50/60 Hz
D Powered by 9-30 VDC
U Conformal coating for moisture resistance

Accessories—Order as a separate line item
API 011 11-pin socket
API 011 FS 11-pin finger safe socket
API TK36 DIN rail, 35 mm W x 39" L, aluminum

The API 3200 G controls the position of a valve or linear actuator by compar-
ing a DC input (control signal) to that of a position feedback potentiometer or
slidewire. An SPDT relay provides bi-directional (open-close) signals to drive a
motor to open or close a valve. 

When the valve position, as indicated by the feedback potentiometer, becomes
equal to the position as represented by the control input, the relay will go to the
neutral position and the motor will halt. A top-accessible multi-turn deadband
control allows precise positioning of the motor without hunting or oscillation.

The API 3200 G M420 controls the position of a valve or linear actuator by
comparing a DC current input (control signal) to that of a current feedback sig-
nal. The API 3200 G M01 controls the position of a valve or linear actuator by
comparing a DC voltage input (control signal) to that of a voltage feedback sig-
nal.

All versions of the API 3200 G have heavy-duty relay contacts (7 A at 240 VAC,
resistive load) allow the modules to directly control high capacity loads without
a secondary device. Caution must be exercised when sizing inductive loads
(motor loads). For assistance, contact the factory.

A top-accessible Auto/Manual switch allows either closed-loop automatic con-
trol of valve position or manual positioning via the Open/Close pushbuttons.
The manual mode is useful for troubleshooting, calibration, system testing or
as a manual bypass. A bi-color LED indicates the Open/Close relay contact
status.

A green LoopTracker LED varies in intensity with changes in the control input
signal. Monitoring this LED can provide a quick visual picture of your process
at all times and save time during initial startup and/or troubleshooting.

Industry standard 11-pin sockets API 011 and finger-safe API 011 FS allow
either DIN rail or panel mounting and are sold separately. 

2.75"2.38"

1.75"

Applications

Models & Options

Description and Features

Specifications

Valve Positioner/Actuator/Controller API 3200 G

Valve Position



246

API 3200 G Installation and Setup

© 02-09

ELECTRICAL CONNECTIONS
WARNING! All wiring must be performed by qualified personnel only. 
This module requires an industry-standard 11-pin socket. Order API 011 or fin-
ger-safe API 011 FS socket separately.

Power Input Terminals – The white label on the side of the API module will
indicate the power requirements. AC power is connected to terminals 1 and 3.
For DC powered modules, polarity MUST be observed. Positive (+) is wired to
terminal 1 and negative (–) is wired to terminal 3.

Control Input – Terminals 4 and 5 provide the appropriate connections for the
input signal. Polarity must be observed when connecting the signal input. The
positive connection (+) is applied to terminal 4 and the negative (–) is applied
to terminal 5.

Feedback Signal – Terminals 6, 7, 8 provide the appropriate connections for
the desired motor operations.

Relay Output Terminals – Terminals 9, 10, 11 provide the appropriate connec-
tions for the desired motor operations. (NO = Normally Open, NC = Normally
Closed, C = Common).

CALIBRATION

Deadband – For most applications the deadband is the only required adjust-
ment.

1. Deadband is normally adjusted after installation is complete.

2. Turn the deadband potentiometer counterclockwise to minimum.

3. Provide a near mid-level control input signal.

4. Allow the valve to stabilize.

5. If overshoot, oscillation, or hunting are detected, slowly increase the dead-
band clockwise to eliminate the oscillation.

Zero and Span – Zero and span adjustments are located on the side of the
case and normally do not need to be adjusted. 

1. If adjustment is required, apply a control input that represents the fully
closed position.

2. Adjust the zero control to just close the valve.

3. Apply a full open control input signal.

4. Adjust the span control to just fully open the valve.

OPERATION
The API 3200 G provides an excitation voltage to the feedback potentiometer
on the valve or valve actuator and monitors its position. If the difference
between the control signal and the feedback signal is greater than the dead-
band setting, the appropriate relay is energized to actuate the positioning
motor.

The API 3200 G M420 uses a 4-20 mA control signal input and feedback sig-
nal (unless another current range was specified). The difference between the
control signal input and the feedback signal is compared to the deadband set-
ting. If the difference between the two is greater than the deadband setting, the
appropriate relay contact is energized to actuate the positioning motor.

API 3200 G M01 has a 1-5 volt feedback signal and control signal input (unless
another voltage range was specified). The difference between the control sig-
nal input and the feedback signal is compared to the deadband setting. If the
difference between the two is greater than the deadband setting, the appropri-
ate relay contact is energized to actuate the positioning motor.

GREEN LoopTracker® Input LED – Provides a visual indication that a signal is
being sensed by the input circuitry of the module. It also indicates the input sig-
nal strength by changing in intensity as the process changes from minimum to
maximum to provide a quick visual picture of your process loop at all times. If
the LED fails to illuminate, or fails to change in intensity as the process
changes, this may indicate a problem with module power or signal input wiring.
This features greatly aid in saving time during initial start-up or troubleshooting.

Control Relays – For all versions an electronic lockout circuit is used to pre-
vent both relay contacts from closing simultaneously. When the input and the
feedback signals are equal, the relay contacts will go to the neutral position. 

Bi-Color Relay LED – Provides a visual indication of the relay status. In all con-
figurations, a GREEN LED indicates a valve open relay position and a RED LED
indicates a valve close relay position. In the neutral position, the LED will be off.

Manual/Auto Mode – Switching the top-mounted toggle switch to Manual
allows the Open and Close pushbuttons to be used to position the valve inde-
pendent of the control and feedback signals. The manual mode is useful for
troubleshooting, calibration, system testing, or as a manual bypass. The bi-
color relay LED indicates the controller’s Open/Close relay contact status.
Switching to Auto mode allows normal operation.

API maintains a constant effort to upgrade and improve its products. Specifications
are subject to change without notice. Consult factory for your specific requirements.
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PROBLEM
Operate a valve to accurately control the flow of liquid chemical in a
pipeline where the feedback signal is 4-20 mA from a flow meter.

SOLUTION
An API 3200 G M420 Valve/Actuator Positioner/Controller module
compares the 4-20 mA flow command signal from the process control
computer to the 4-20 mA flow feedback signal from the flow meter.

The API 3200 G M420 positions the valve as necessary to match the feedback signal to the command signal.

Flow Control with Flow Meter Feedback

PROBLEM
A critical process requires precise control of the change in temperature
of the process fluid across a heat exchanger.

SOLUTION
Install RTDs at the process fluid heat exchanger inlet and outlet and
connect the RTDs to an API 4001G SA-B Non-Isolated Differential
RTD to DC Transmitter module.

The API 4001 G SA-B computes the differential temperature and provides a proportional 4-20 mA output signal which is used by the API 3200
G Valve/Actuator Positioner/Controller module to drive the temperature control valve open or closed as necessary to maintain the required
process fluid temperature differential.

Maintaining a Constant Differential Temperature Across a Heat Exchanger

API maintains a constant effort to upgrade and improve its products. Specifications
are subject to change without notice. Consult factory for your specific requirements.

For Your Local Area Representative See www.api-usa.com

FREE APPLICATION ASSISTANCE
Call       Customer Service

800-942-0315

Valve Position
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API maintains a constant effort to upgrade and improve its products. Specifications
are subject to change without notice. Consult factory for your specific requirements.

Frequently Asked Questions – Valve Actuator
We have an API 3200 G M01 with a 0-10 VDC feedback signal and
a 0-10 VDC control input. How do we calibrate this?

1. Set the deadband potentiometer fully CCW (counter-clockwise). 

2. Apply the minimum signal (0 VDC) to both the feedback (terminals
6 & 7) and the control (terminals 4 & 5).

3. Turn the zero potentiometer screw until the relay changes state and
has continuity from the common to the close position. The relay
LED will be red to indicate the close position. 

4. Apply the maximum signal (10 VDC) to both the feedback and the
control inputs. 

5. Turn the span potentiometer screw until the relay changes state and
has continuity from the common to the open position. The relay
LED will be green signaling the open position.

6. Apply 5 VDC to both the feedback and the control inputs. The relay
contact should have no continuity and the relay LED should be off.

7. Use your multimeter to measure across terminals 4 and 7. The pos-
itive connections for both the feedback and the control should be
within the minimum deadband (about 1% of span) for no relay
change of state.

8. Change the feedback voltage to the desired deadband position.
Rotate the deadband potentiometer CW (clockwise) until the relay
changes state.

We would like to compare two signals. Each is 4-20 mA. If the dif-
ference between the two signals at any point in the 4-20 mA range
becomes greater than the configured deadband, an output relay
must change state to provide an alarm. Do you have a product to
accomplish this?

Yes. Order the API 3200 G M420. The deadband can be adjusted to
allow for a 1 to 25% difference in the two signals. If the difference is
less than the deadband configured, then both relay contacts will not
have continuity with the common terminal.

If the feedback 4-20 mA loop is higher than the control input, then con-
tinuity will be from common (9) to open (11). If the feedback is less,
than the control input, then continuity will be from the common (9) to
closed (10). 

PROBLEM
For safety reasons an automated normally closed valve used in a coal
mining operation must go to the full open position if the control signal
from the programmable logic controller (PLC) is lost.

SOLUTION
The valve is controlled by an API 3200 G Valve/Actuator
Positioner/Controller module. The input to the API 3200 G comes
through an API 1000 G DC Input Single Alarm Trip module, which
selects either the PLC output or a constant 20 mA output from an API
4003 GIS DC Special Transmitter module.

If the signal from the PLC drops below 4 mA, the API 1000 G will trip to a low alarm state, and select the 20 mA signal for the API 3200 G, thus
commanding the valve to open fully. When the signal from the PLC is 4 mA or greater, the API 1000 G selects the PLC output signal for the API
3200 G, thus controlling valve position as normal. 

Fail Safe Valve Control

FREE APPLICATION ASSISTANCE
Call       Customer Service

800-942-0315

BSOLUTE ROCESS NSTRUMENTS, Inc.
1220 American Way Libertyville, IL 60048
Phone: 800-942-0315 Fax: 800-949-7502

For latest product information or to contact
your local representative visit api-usa.com
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BSOLUTE ROCESS NSTRUMENTS, Inc.

1220 American Way
Libertyville, IL 60048
USA

Phone
800-942-0315
847-918-3510

Fax
800-949-7502
847-968-4891

www.api-usa.com

Business Hours
Monday through Friday

8am to 5pm
Central Time

For your local representative or
distributor, call us or see our

web site

OUR MISSION
■ Proactively provide our customers with cost-effective solutions to their industrial

process measurement challenges.

■ Be a leading manufacturer and global supplier of the highest quality industrial
process measurement and custom engineered products.

■ Offer value-added services and engineered solutions to meet the ongoing needs
and requirements of our customers.

■ Design our products to provide our customers with excellent performance and many
years of reliable service in industrial environments.

■ Continuously maintain the highest standards of quality and reliability for all products
we manufacture.

■ Provide long-term jobs and security for our employees while maintaining adequate
profit margins for growing the business each year with little or no debt.

■ Maintain a long-term harmonious and mutually beneficial relationship with our rep-
resentatives, customers, suppliers, employees, and shareholders.

API Purchasing Policy and Product Warranties
Terms
❖ VISA, MasterCard, American Express credit cards accepted
❖ Call 800-942-0315 to place your order
❖ Normal shipment via UPS Ground
❖ Other shipping methods are available upon request
❖ Prices F.O.B. Libertyville, IL, USA

Standard Delivery
Most products are shipped in 2-14 business days after receipt of an order.
Please call the factory with quantity and model for an exact lead time.

Rush Delivery
We will make every effort to accommodate rush orders, but a non-refund-
able $50 charge per order may be applied. Some stock products can be
shipped the same day under the following conditions.

Call us to check availability and to arrange delivery.
You must have an established account with us, or use your credit card.
Order Early! The order must be received by API by 11:00 am Central

time.

Modifications and Specials
Consult factory for availability of modifications or products for custom appli-
cations. Allow a 2-4 week lead time for modified products. Minimum quan-
tities and non-refundable engineering charges may apply.

Return Policy and Authorization
Before returning any product, please obtain a Return Materials
Authorization number (RMA#) by calling Customer Service at 800-942-
0315 or using the contact form at www.api-usa.com. Include the RMA# and
information regarding the reason for the return with the returned product.

Shipping costs for returns must be prepaid by the customer. For your pro-
tection, items must be carefully packed to prevent damage in shipment and
insured against possible damage or loss. API will not be responsible for
damage resulting from careless or insufficient packing or loss in transit.

Cancellation and Restocking
A 20% restocking fee will be assessed on any cancelled order that has
shipped or any product returned for credit. An RMA# must be obtained by
the original purchaser before any product can be returned. Only new
unused products less than 6 months old may be returned. Installed, used,
damaged, modified or customized products can not be returned for credit.
API will evaluate returned products and determine type an amount of cred-
it to be issued.

Repairs
An RMA# must be obtained before any product can be returned. API will
evaluate in-warranty products at no charge. If API determines that the
returned product is under warranty, it will repair the product or warranted
parts thereof at no charge, or if unrepairable, replace it with the same or
functionally equivalent product whenever possible. API will return the war-
rantied product at its expense via a shipping method (carrier to be at sole
discretion of API) equal to or faster than the method used by the customer.

Products or parts thereof not covered by warranty will be repaired or
replaced at customer expense upon customer authorization. API will return
the repaired product at customer expense via a shipping method (carrier
to be at sole discretion of API) equal to or faster than the method used by
the customer.

Warranty
Products manufactured or sold by Absolute Process Instruments Inc. (API)
are warranted to be free from significant deviations in material and work-
manship according to the product category below. During this time, and
within the boundaries set forth in this warranty statement, API will, at its
sole discretion, correct the product problem or replace the product.

API-manufactured signal conditioners, isolators, transmitters, power sup-
plies 
Lifetime under terms stated herein.

API-Camille Bauer products: 3 years from date of purchase.

RheinTacho speed monitors: 1 year from date of purchase.

APCS signal conditioners: 1 year from date of purchase.

API current switches, transmitters, transducers: 3 years from date of pur-
chase.

API & Cecomp temperature products, pressure gauges, switches, trans-
mitters 1 year from date of purchase.

This warranty shall not apply to product problems resulting from improper
application, installation, incorrect wiring, operation outside of product spec-
ifications, abuse, misuse, unauthorized modification, accidents, power
surges, power disruptions, power outages, static electricity, improper volt-
ages or currents, inadequate site maintenance or preparation, acts of God,
weather and its effects, lightning, floods, fire, earthquake, war, riots, mili-
tary action, etc.

API products are not for use for, with, or in any medical devices or applica-
tions including, but not limited to, patient care, life support systems or med-
ical research. API assumes no responsibility or liability for any loss or dam-
ages resulting from use of a API product in a medical or life support appli-
cation. API  products are not for use for, with, or in any hazardous environ-
ments.

This warranty is in lieu of all other warranties, expressed or implied, includ-
ing but not limited to any implied warranty of merchantability, fitness, or
adequacy for any particular purpose or use. API shall not be liable for any
special, incidental, or consequential damages, whether in contract, tort, or
otherwise. In no event shall API be liable for direct, indirect, special, inci-
dental or consequential damages (including loss of profits or loss of time)
resulting from the performance of an API product. In all cases, API liability
will be limited to the original cost of the product in question.

API reserves the right to make improvements in design, construction, and
appearance of products without notice. API may at its sole discretion dis-
continue support, warranty, or repair of products which it deems are obso-
lete or for which repair parts are no longer available.

No employee or agent of API has the authority to modify the terms of this
warranty in any manner whatsoever without the express written permission
of API.

To Open an Account with API
✔ Three credit references with their phone and fax numbers
✔ A bank reference with their phone and fax number
✔ Name and phone number of accounts payable supervisor

✆ Fax info to 800-949-7502, allow 1-2 weeks for approval

✉ Payment due Net 30 days from invoice date

Digi Max, Loop-Tracker, Digi Pro, IsoSplitter, the API logo, Cecomp, ThermoPro, DuoPak are registered trademarks of Absolute Process Instruments Inc.
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